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meta100
BRINGS EXTRA 
TO YOUR 
BUILDING

MOVE BEYOND



TK ELEVATOR 
MOVES PEOPLE – 
THE FUTURE OF 
URBAN MOBILITY

meta100 (EN81-20/50) 

LAYOUT (MACHINEROOM-LESS)

Shaft vertical section Lift plan
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Car depth

Car depth

Shaft depth

Shaft depth

Minimum shaft head height and shaft pit depth

RATED 
LOAD 
(KG)

CAR HEIGHT 
(MM)

RATED 
SPEED
(M/S)

MIN.  
OVERHEAD 
HEIGHT  (MM)

MIN.  
PIT DEPTH 
(MM)

630 - 800

2400

1 4150 1800

1.6 4300 1900

1.75 4350 1950

2 4450 2050

2200/2300

1 3950/4050 1800

1.6 4100/4200 1900

1.75 4150/4250 1950

2 4250/4350 2050

1000 - 1150

2400

1 4150 1300

1.6 4300 1450

1.75 4350 1500

2 4450 1550

2200/2300

1 3950/4050 1300

1.6 4100/4200 1450

1.75 4150/4250 1500

2 4250/4350 1550

Basic parameters

RATED 
LOAD
(KG)

RATED 
SPEED
(M/S)

MAX.  
TRAVEL 
HEIGHT (M)

MAX. 
NUMBER OF 
FLOORS

630

1.0 50 18

1.6 75 26

1.75 90 31

800

1.0 50 18

1.6 75 26

1.75 90 31

2 110 32

1000

1 50 18

1.6 75 26

1.75 90 31

2 110 32

1150

1 50 18

1.6 75 26

1.75 90 31

2 110 32

* Standard car height is 2400mm and 2200/2300mm are optional.

Car/Shaft dimensions

RATED LOAD
(KG)

CAR SIZE  
(CW × CD)(MM)

DOOR OPENING DOOR SIZE
(DW × DH)(MM)

MIN. SHAFT SIZE 
 (SW × SD)(MM)

630 1100 x 1400 Centre Opening 800 x 2100 1750 x 1800

800
1350 x 1400

Centre Opening
800 x 2100 1950 x 1800

1100 x 1700 900 x 2100 1750 x 2100

1000

1600 x 1400

Centre Opening 900 x 2100

2200 x 1800

1600 x 1500 2200 x 1900

1100 x 2100 1950 x 2500

1150
1800 x 1400

Centre Opening
1100 x 2100 2400 x 1800

1200 x 2100 1000 x 2100 2200x 2500

* For specification over the above scope, please contact the local TK Elevator representative.

meta100 (EN81-20/50) 

TECHNICAL SPECIFICATIONS (MACHINEROOM-LESS)




